FROM MGS
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata

	Read previous values:
Target:		MGS
Index: 		unassigned
Lustre FS:  	lustre
Mount type:	ldiskfs
Flags:	0x74
		(MGS needs_index first_time update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=ip_address@o2ib:ip_address@tcp

	Permanent disk data:
Target:		MGS
Index:		unassigned
Lustre FS:	lustre
Mount type:	ldiskfs
Flags:		0x74
		(MGS needs_index first_time update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=ip_address@o2ib:ip_address@tcp rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /mgtXX

FROM first MDS
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre02-MDT0000
Index:		0
Lustre FS:  	lustre02
Mount type:	ldiskfs
Flags:		0x1
		(MDT)
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre02-MDT0000
Index:		0
Lustre FS:	lustre02
Mount type:	ldiskfs
Flags:		0x41		
(MDT update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /mdtXX


FROM second MDS
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-MDT0000
Index:		0
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x1
		(MDT)
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-MDT0000
Index:		0
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x41		
(MDT update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /mdtXX

FROM OSS01
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-OST0004
Index:		4
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-OST0004
Index:		4
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS02
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-OST0000
Index:		0
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-OST0000
Index:		0
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS03
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-OST0003
Index:		3
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-OST0003
Index:		3
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS04
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-OST0001
Index:		1
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-OST0001
Index:		1
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS05
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-OST0002
Index:		2
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-OST0002
Index:		2
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS06
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-OST0005
Index:		5
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-OST0005
Index:		5
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS07
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre01-OST0006
Index:		6
Lustre FS:  	lustre01
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre01-OST0006
Index:		6
Lustre FS:	lustre01
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS10
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre02-OST0000
Index:		0
Lustre FS:  	lustre02
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre02-OST0000
Index:		0
Lustre FS:	lustre02
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

FROM OSS13
tunefs.lustre -print /dev/mapper/mpathX - where X is the corresponding lun.
Checking for existing Lustre data: found CONFIGS/mountdata
Reading CONFIGS/mountdata
	Read previous values:
Target:		lustre02-OST0001
Index:		1
Lustre FS:  	lustre02
Mount type:	ldiskfs
Flags:		0x2
		(OST )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp  

Permanent disk data:
Target:		lustre02-OST0001
Index:		1
Lustre FS:	lustre02
Mount type:	ldiskfs
Flags:		0x42		
(OST update )
Persistent mount opts: user_xattr,errors=remount-ro
Parameters: failover.node=failover.node=ip_address@o2ib:ip_address@tcp mgsnode=ip_address@o2ib:ip_address@tcp  mgsnode=ip_address@o2ib:ip_address@tcp   rint

tunefs.lustre: according to /etc/mtab /dev/mapper/mpathX is already mounted on /ostXX

